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SELF Electronics Company, established in May 1993 in 

Ningbo China, is one of the earliest LED Power Supply 

manufacturers in the world, specializing in electronic 

components for over 20 years. Self LED Power Supply has 

been widely used in commercial and residential applications 

over 30 countries in North America, Europe and China. With 

decades of expertise, we're proud of providing one of the 

most reliable power engines to the "green" lighting industry. 

 

1993

SELF was founded as 
the first IR sensor  
lighting manufacturer in 
China.

1996

Electronic transform-
er passed the TÜV 
certification in 
Germany.

2004

36 high quality residential 
ballasts were launched onto the 
market.

1998

SELF’s first electronic 
transformer passed VDE 
certication in Germany and 
is the first Chinese 
company to get this 
certification for transformer 
technology.

2010
SELF’s laboratory obtained 
American UL-CTDP certification.

2014
SELF’s laboratory obtained VDE’s 
Test Data acceptance program 
certification.



SELF’s testing facility resources include a talented staff of senior testing engineers as well as advanced testing 

equipment. SELF uses its state-of-the-art testing facilities to ensure products comply with international 

standards. 

SELF’s testing laboratory is approved by UL as a CTDP (Client Test Data Program) laboratory for both LED 

power supply and LED lighting fixtures, authorized to be the VDE TDAP (Test Data Acceptance Program) by 

VDE Laboratories Inc, and accredited by CNAS(China National Accreditation Service for Conformity 

Assessment) for the competence of testing and calibration laboratory. 

electronic, mechanical, thermal, optical, standard and

patent engineers.



With a factory floor area of more than 624,000 square feet,

SAP



LED Power Supply

Low Voltage LED Lighting Power Supply

    ─  Constant Voltage Class 2 Output

Watts UL Listed UL Recognized

6W

SLT60-12VL-1

SLD96-24VC-UN1

1-10V Dimmable

SLT6-350/700IL-4

Phasecut Dimmable

Phasecut Dimmable

SLD36-12VL-US

36W

40W

60W

75W

96W

SLD40-24VL-US

SLT75-24VL-2

SLT60-12VL-1A

SLD96-24VC-UN1-A

1-10V Dimmable

SLT6-350/700IL-4A

SLD36-12VL-US-A

Phasecut Dimmable

Phasecut Dimmable

SLD40-24VL-US-A

SLT75-24VL-2A

01

03

05

09

11

13

15

17

19

SLT40-12/24VL-UN-ASLT40-12/24VL-UN

07 21

23

25

27



UL LISTED

Important marks

Test standard for LED Power Supply

UL Recognised mark for components

UL listed mark （for USA and Canada）

UL 8750 LED Equipment for use in lighting products

Class 2 power unitsUL 1310

EMC requirements of Federal Communications CommissionFCC15

EN61347-1

EN61347-2-13

EN55015

EN61547

EN61000-3-2

EN61000-3-3

General safety requirements

Particular requiremnts for d.c.or a.c.supplied electronic control gear for LED modules

Limits and methods of measurements of radio interference characteristics of  lights

EMC immunity requirements for lighting purposes equipment

Limits for harmonic current emissions

Limits of voltage �uctuations and �icker

CE mark of conformity
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· UL 8750 Class 2 output

· Compact dimensions

· Open circuit, short circuit, over load and over 

   temperature protection

· Auto restart after fault conditions removal

· Efficiency ≥72%（AC120V，full load）

· Warranty: 5 years

100-120V

90-132V

50/60 Hz

0.14A@100V

0.4C

≥75%

<0.3W

40A/100μs

100-120V

90-132V

50/60 Hz

0.14A@100V

0.4C

≥72%

<0.3W

40A/100μs

Catalog No.(1)

NA159-624LA-DG6 SLT6-350ILA-4A

SLT6-700ILA-4A

Note:(1)How to order, using our catalog no.

100-120Vac 24Vdc 7.2W (Max.)

NA159-612LA-DG6 100-120Vac 12Vdc 6W (Max.)

 Model Input Output Voltage Output Power

12V

0 - 0.5A

0.5(Vp-p)

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

-20 to 35°C

-30 to 80 °C

5% to 85%

50,000hrs@Ta=35°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

SLT6-350IL-4A SLT6-700IL-4A

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

SPECIFICATION
Input

Protection

Output

Ambient and Life

Safety&EMC Compliance

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

24V

0 - 0.3A

0.65(Vp-p)

YES

YES

YES

YES

L-N:500V

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection 123.7g

Plastic

White

Dry and damp locations

IP20

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

SLT6-350IL-4A SLT6-700IL-4A

GENERAL INFORMATION

C t l N (1) M d l I t

3/
4″

(1
9.

5)

1-3/8″(35)

2-5/16″(58)

2-3/4″(70.5)

PF vs Output Power

Ef
fic

ie
m

cy
(%

)

Output Power(%)

Efficiency VS Output Power

SLT6-350IL-4A

SLT6-700IL-4A
0.30

0.35

0.40

0.45

0.50

0.55

0.60

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%
50

55

60

65

70

75

80

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

Output Power(%)

SLT6-350IL-4A

SLT6-700IL-4A

~AC

LED Power Supply +

-

OutputInput

LED Lamp LED Lamp
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· UL 8750 class 2 output

· The output current of the power supply could be dimmed 

  between 10%-100% by trailing edge or leading edge 

  dimmers.

· Recommended dimmers: Leviton Decora-6631, Lutron 

  TG-603PGH, CTCL-153PDH，TGCL-153PH，DV-600PR etc.

· Open circuit，short circuit，over load and over temperature 

   protection

· Auto restart after fault conditions removal

· Efficiency ≥84%（AC120V，full load）

· Warranty: 5 years

Catalog No.(1)

NA159-3612TLA-DG6 SLD36-12VL-US-A

Note:(1)How to order, using our catalog no.

120Vac 12Vdc
0-36W(Without dimmer)

5-36W(With dimmer)

 Model Input Output Voltage Output Power

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

6-7/8″(174)

7-3/8″(188)

1-
1/

8″
(2

9)

1-
3/

4 ″
(4

5)

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

120V

108-132V

50/60 Hz

0.38A

<20% 

0.95

≥84%

<2W

2A/120μs

12V

2.7(Vp-p)

0-3A(Without dimmer)
0.42-3A(With dimmer)

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

YES

YES

YES

YES

L-N:1KV

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

-20 to 35°C   

-30 to 80 °C

5% to 85%

50,000hrs@Ta=35°C

UL1310  
CSA C22.2NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

279.5g

Plastic

White

Dry and damp locations

IP20

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

Output Power(%) Output Power(%)

Ef
fic

ie
nc

y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

PF vs Output Power Efficiency VS Output Power
 Phasecut Dimmable

~AC

LED Power Supply +

-

OutputInput

Phasecut Dimmable

LED Lamp LED Lamp
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· UL 8750 class 2 output

· The output current of the power supply could be dimmed 

  between 10%-100% by trailing edge or leading edge 

  dimmers.

· Recommended dimmers: Leviton Decora-6631, Lutron 

  TG-603PGH, CTCL-153PDH，TGCL-153PH，DV-600PR etc.

· Open circuit，short circuit，over load and over 

  temperature protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

120V

108-132V

50/60 Hz

0.46A

<20% 

0.95

≥85%

<2W

2A/120μs

Catalog No.(1)

NA159-4024TLA-DG6 SLD40-24VL-US-A

Note:(1)How to order, using our catalog no.

120Vac 24Vdc
0-40W(Without dimmer)

5-40W(With dimmer）

 Model Input Output Voltage Output Power

0-1.67A(Without dimmer)
0.21-1.67A(With dimmer)

YES

YES

YES

YES

L-N:1KV

-20 to 35°C   

-30 to 80 °C

5% to 85%

50,000hrs@Ta=35°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

275.2g

Plastic

White

Dry and damp locations

IP20

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

6-7/8″(174)

7-3/8″(188)

1-
1/

8″
(2

9)

1-
3/

4 ″
(4

5)

24V

4.5(Vp-p)

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

PF vs Output Power Efficiency VS Output Power

Output Power(%)

Ef
fic

ie
nc

y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

Output Power(%)

 Phasecut Dimmable

~AC

LED Power Supply +

-

OutputInput

Phasecut Dimmable

LED Lamp LED Lamp
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· Open circuit, short circuit, over load and over

   temperature protection

· Auto restart after fault conditions removal

· UL8750 Class 2 output

· No load power consumption <0.5W

·  Efficiency ≥ 85%

Catalog No.(1)

NA159-4012LA-DG6

NA159-4024LA-DG6

SLT40-12VL-UN-A

SLT40-24VL-UN-A

Note:(1)How to order, using our catalog no.

100~120Vac

100~120Vac

12Vdc

24Vdc

40W (Max.)

40W (Max.)

 Model Input Output Voltage Output Power

100-120V

90-132V

50/60 Hz

0.5A@100V

<20%

0.95

≥85%

<0.5W

60A/200μs

12V/24V

0 - 3.34A/ 0 -1.67A

0.5(Vp-p)

-20 to 35°C

-20 to 75°C

5% to 85%

50,000hrs@TC=75°C

UL1310
CSA C22.2 NO. 250.13-12
UL8750
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

220g

Plastic

White

Dry and damp locations

IP20

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

PF vs Output Power(@120Vac) Efficiency vs Output Power(@120Vac)

70 
72 
74 
76 
78 
80 
82 
84 
86 
88 
90 

1 2 3 4 5 6 7 8 9 10

Output Power(%)

Effi
cie

nc
y(

%
)

0.50 

0.60 

0.70 

0.80 

0.90 

1.00 

1 2 3 4 5 6 7 8 9 10

Output Power(%)

PF

~AC

LED Power Supply +

-

OutputInput

LED Lamp LED Lamp

6-5/16″(160)
6″(152)

2″
(5

0)

7/
8 ″

(2
2)

1-
5/

8″
(4

2)
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

   protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

Catalog No.(1)

NA159-6012LA-DG6 SLT60-12VL-1A

Note:(1)How to order, using our catalog no.

100-120Vac 12Vdc 60W (Max.)

 Model Input Output Voltage Output Power

100-120V

90-132V

50/60 Hz

0.7A@100V

<20% 

0.95

≥85%

<0.56W

85A/240μs

12V

0 - 5A

0.12(Vp-p)

-20 to 35°C   

-30 to 80 °C

5% to 85%

50,000hrs@Ta=35°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

407.7g

Plastic

White

Dry and damp locations

IP20

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

7-1/16”(180)

2-
3/

8”
(6

0)

1-
3/

16
”(

30
)

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

EF
FI

C
IE

N
C

Y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

PF vs Output Power Efficiency VS Output Power

PF

0.80

0.85

0.90

0.95

1.00

30% 40% 50% 60% 70% 80% 90% 100%

Output Power(%) Output Power(%)

~AC

LED Power Supply +

-

OutputInput

LED Lamp LED Lamp
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over 

   temperature protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

Catalog No.(1)

NA159-7524LA-DG6 SLT75-24VL-2A

Note:(1)How to order, using our catalog no.

100-120Vac 24Vdc 75W(Max.)

 Model Input Output Voltage Output Power

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

NA1

DG238 DEGSON

18AWG

59"(white)

6"(white)

Ef
fic

ie
nc

y(
%

)

30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

PF vs Output Power Efficiency VS Output Power

PF

0.80

0.85

0.90

0.95

1.00

30% 40% 50% 60% 70% 80% 90% 100%

Output Power(%) Output Power(%)

7-1/16”(180)
2-

3/
8”

(6
0)

1-
3/

16
”(

30
)

100-120V

90-132V

50/60 Hz

0.66A@100V

<20% 

0.95

≥85%

<0.6W

85A/120μs

24V

0 - 3.1A

0.13(Vp-p)

-20 to 45°C   

-30 to 80 °C

5% to 85%

50,000hrs@Ta=40°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

414.7g

Plastic

White

Dry and damp locations

IP20

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

~AC

LED Power Supply +

-

OutputInput

LED Lamp LED Lamp
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GENERAL INFORMATION

Features
· UL Listed power supply for constant voltage LED lamp

· Metal housing

· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

  protection

· Auto restart after fault conditions removal

· No load power consumption≤0.5W

· THD <20% (load between 7~96W)@120VAC

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

Input Power(W)

THD(2)

Power Factor(3)

Efficiency(3)

Stand-by Power(W)

Inrush Current(Apk/μs)

120-250V

108-275V

50/60 Hz

0.95A@120V

111W

<20% 

0.95

≥85%

<0.5W

50A/60μs

Catalog No.(1)

NA383-9624DLA-DG6 SLD96-24VC-UN1-A

Note:(1)How to order, using our catalog no.

120-250Vac 24Vdc 96W(Max.)

 Model Input Output Voltage Output Power

24V

0 - 4.0A

1.3(Vp-p)

YES

YES

YES

YES

L-N:1KV L,N-PE:2kV

Ambient Operating Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

-20 to 25°C   

-30 to 80 °C

5% to 85%

50,000hrs@Ta=25°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

925g

Metal

Silver

Dry and damp locations

IP20

Input Plug

Output Splitter

Wire Gauge

Input Wire

Output Wire

Dimming Input

Dimming output   

NA3

DG238 DEGSON

18AWG

83"(black)

6"(black)

6"(violet & gray)

6"(red)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)
1 - 10V

OFF, 10% - 100%

PWM

600Hz

Max. 100mA

30V

170μA

1-9/16”(39.3)

9-9/16”(243.2)

1-
13

/1
6”

(4
6.

2)

PF

70

75

80

85

90

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

EF
FI

C
IE

N
C

Y(
%

)

0.50

0.55

0.60

0.65

0.70

0.75

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

SPECIFICATION
Input

Protection

Others

Output

Dimming

Ambient and Life

Safety&EMC Compliance

Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Dimming Control

Dimming Range

Dimming Type

Frequency

24V Output Source Current

Absolute maximum 
voltage Range
(On the 1~10V input pin)

Source Current 
(On 1~10V input pin)Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

CE

FCC Part 15

PF vs Output Power(@120Vac) Efficiency VS Output Power(@120Vac)

Output Power(%) Output Power(%)

1-10V Dimmable

~AC

LED Power Supply +

-

OutputInput

1-10V Dimmer
or 150KΩ or PWM

Gray(-)

Violet(+)

LED Lamp LED Lamp

EN 61347-1   EN61347-2-13
EN55015  EN61547  
EN61000-3-2   EN61000-3-3



UL RECOGNIZEDUL RECOGNIZED
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GENERAL INFORMATION

Features
· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

   protection

·  Compact dimensions

· Auto restart after fault conditions removal

· Efficiency ≥72%（AC120V，full load）

· Warranty: 5 years  

Catalog No.(1)

17-624L-12 SLT6-350ILA-4

SLT6-700ILA-4

Note:(1)How to order, using our catalog no.

100-120Vac 24Vdc 7.2W (Max.)

17-612L-12 100-120Vac 12Vdc 6W (Max.)

 Model Input Output Voltage Output Power

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

12"(black & white)

12"(red & blue)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

100-120V

90-132V

50/60 Hz

0.14A@100V

0.4C

≥75%

<0.3W

40A/100μs

100-120V

90-132V

50/60 Hz

0.14A@100V

0.4C

≥72%

<0.3W

40A/100μs

24V

0 - 0.3A

0.65(Vp-p)

12V

0 - 0.5A

0.5(Vp-p)

YES

YES

YES

YES

L-N:500V

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Nominal Life-Time

-20 to 50°C

75°C 70°C

-30 to 80 °C

5% to 85%

50,000hrs@Tc=75°C

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

37.5g

Plastic

White

Dry and damp locations

IP20

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

SLT6-350IL-4                      SLT6-700IL-4 SLT6-350IL-4                      SLT6-700IL-4

3/
4″

(1
9.

5)

1-3/8″(35)

2-5/16″(58)

2-3/4″(70.5)

PF vs Output Power

Lifetime vs Case Temperature

Ef
fic

ie
m

cy
(%

)

Output Power(%)

Efficiency VS Output Power

SLT6-350IL(UL)-A

SLT6-700IL(UL)-A
0.30

0.35

0.40

0.45

0.50

0.55

0.60

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%
50

55

60

65

70

75

80

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

Output Power(%)

SLT6-350IL(UL)-A

SLT6-700IL(UL)-A

LED Power Supply

Iron Box

Black(L)

White(N) Red(+)

Blue(-)

LED Lamp LED Lamp

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)

SLT6 -350IL(UL)

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)

SLT6 -700IL(UL)

Lifetime vs Case Temperature
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GENERAL INFORMATION

Features
· Independent dimmable power supply for constant

　voltage LED lamp

· UL 8750 class 2 output

· The output current of the power supply could be dimmed 

　between 10%-100% by trailing edge or leading edge 

　dimmers.

· Recommended dimmers: Leviton Decora-6631, Lutron 　

　TG-603PGH, CTCL-153PDH，TGCL-153PH，DV-600PR etc.

· Open circuit，short circuit，over load and over 

　temperature protection

· Auto restart after fault conditions removal

· Efficiency ≥84%（AC120V，full load）

· Warranty: 5 years 

Catalog No.(1)

17-3612TL-12 SLD36-12VL-US

Note:(1)How to order, using our catalog no.

120Vac 12Vdc
0-36W(Without dimmer)
5-36W(With dimmer)

 Model Input Output Voltage Output Power

120V

108-132V

50/60 Hz

0.38A

<20% 

0.95

≥84%

<2W

2A/120μs

12V

2.7(Vp-p)

0-3A(Without dimmer)
0.42-3A(With dimmer)

-20 to 40 °C

80°C

-30 to 80 °C

5% to 85%

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

206.4g

Plastic

White

Dry and damp locations

IP20

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

17"(black & white)

12"(red & blue)
6-7/8″(174)

7-3/8″(188)

1-
1/

8″
(2

9)

1-
3/

4″
(4

5)

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

Output Power(%) Output Power(%)

Ef
fic

ie
nc

y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

PF vs Output Power Efficiency VS Output Power

 Phasecut DimmablePhasecut Dimmable

LED Power Supply

Iron Box

Black(L)

White(N) Red(+)

Blue(-)

LED Lamp LED Lamp

Lifetime vs Case Temperature

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)



120V

108-132V

50/60 Hz

0.46A

<20% 

0.95

≥85%

<2W

2A/120μs

0-1.67A(Without dimmer)
0.21-1.67A(With dimmer)

-20 to 40 °C

80°C

-30 to 80 °C

5% to 85%

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

202.4g

Plastic

White

Dry and damp locations

IP20
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Features
· Independent dimmable power supply for constant voltage 

   LED lamp

· UL 8750 class 2 output

· The output current of the power supply could be dimmed 

   between 10%-100% by trailing edge or leading edge

   dimmers.

· Recommended dimmers: Leviton Decora-6631, Lutron 

   TG-603PGH, CTCL-153PDH，TGCL-153PH，DV-600PR etc.

· Open circuit，short circuit，over load and over temperature 

   protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

GENERAL INFORMATION

Catalog No.(1)

17-4024TL-12 SLD40-24VL-US

Note:(1)How to order, using our catalog no.

120Vac 24Vdc 0-40W(Without dimmer)
5-40W(With dimmer)

 Model Input Output Voltage Output Power

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

6-7/8″(174)

7-3/8″(188)

1-
1/

8″
(2

9)

1-
3/

4″
(4

5)

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

17"(black & white)

12"(red & blue)

24V

4.5(Vp-p)

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

FCC Part 15

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70 % 80% 90% 100%

PF

PF vs Output Power Efficiency VS Output Power

Output Power(%)

Ef
fic

ie
nc

y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

Output Power(%)

 Phasecut DimmablePhasecut Dimmable

LED Power Supply

Iron Box

Black(L)

White(N) Red(+)

Blue(-)

LED Lamp LED Lamp

Lifetime vs Case Temperature

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)



100~240Vac

90~264Vac

50/60 Hz

0.47A@100V

47W

0.95

≥85%

<0.5W

60A/200μs

-20 to 50°C

90°C

-40 to 80°C

5% to 85%

UL1310
CSA C22.2 NO. 250.13-12
UL8750
CSA C22.2 NO. 223-M91

EN 61347-1 EN61347-2-13
EN55015 EN61547
EN61000-3-2 EN61000-3-3

ANSI C63.4:2014 Class B

220g

Plastic

White

Dry and damp locations

IP20
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Features
· UL Recognized power supply for constant voltage

  LED lamp

· Open circuit, short circuit, over load and over

temperature protection

· Auto restart after fault conditions removal

· UL8750 Class 2 output

· No load power consumption <0.3W

· Efficiency ≥85%

GENERAL INFORMATION

Catalog No.(1)

17-4012L-12

17-4024L-12

SLT40-12VL-UN

SLT40-24VL-UN

Note:(1)How to order, using our catalog no.

100~240Vac

100~240Vac

12Vdc

24Vdc

40W (Max.)

40W (Max.)

 Model Input Output Voltage Output Power

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

17"(black & white)

12"(red & blue)

12V/24V

0 - 3.34A/ 0 -1.67A

0.5(Vp-p)

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

CE

FCC Part 15

PF vs Output Power(@120Vac) Efficiency vs Output Power(@120Vac)

70 
72 
74 
76 
78 
80 
82 
84 
86 
88 
90 

1 2 3 4 5 6 7 8 9 10

Output Power(%)

Effi
cie

nc
y(

%
)

TBD

0.50 

0.60 

0.70 

0.80 

0.90 

1.00 

1 2 3 4 5 6 7 8 9 10

Output Power(%)

PF TBD

LED Power Supply

Iron Box

LED Lamp LED Lamp

6-5/16 ″(160)

6″(152)

2″
(5

0)

7/
8
″(2

2)
1-

5/
8
″ (4

2)
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GENERAL INFORMATION

Features
· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

   protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years 

100-240V

90-264V

50/60 Hz

0.7A@100V

<20% 

0.95

≥85%

<0.56W

85A/240μs

Catalog No.(1)

17-6012L-12 SLT60-12VL-1

Note:(1)How to order, using our catalog no.

100-240Vac 12Vdc 60W (Max.)

 Model Input Output Voltage Output Power

12V

0 - 5A

1.2(Vp-p)

-20 to 45 °C

80°C

-30 to 80 °C

5% to 85%

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

333g

Plastic

White

Dry and damp locations

IP20

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

17"(black & white)

12"(red & blue)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient and Life

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

CE

ANSI C63.4:2014 Class BFCC Part 15

7-1/16”(180)

2-
3/

8”
(6

0)

1-
3/

16
”(

30
)

PF vs Output Power Efficiency VS Output Power

GENERAL INFORMATION

Efficiency VS Output PowerPF vs Output Power

EF
FI

C
IE

N
C

Y(
%

)

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

70
72
74
76
78
80
82
84
86
88
90

PF vs Output Power Efficiency VS Output Power

PF

0.80

0.85

0.90

0.95

1.00

30% 40% 50% 60% 70% 80% 90% 100%

Output Power(%) Output Power(%)

EN 61347-1  EN61347-2-13
EN55015  EN61547
EN61000-3-2  EN61000-3-3

LED Power Supply

Iron Box

Black(L)

White(N) Red(+)

Blue(-)

LED Lamp LED Lamp

Lifetime vs Case Temperature

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)
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GENERAL INFORMATION

Features
· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

   protection

· Auto restart after fault conditions removal

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

100-240V

90-264V

50/60 Hz

0.66A@100V

<20% 

0.95

≥85%

<0.6W

85A/120μs

Catalog No.(1)

17-7524L-12 SLT75-24VL-2

Note:(1)How to order, using our catalog no.

100-240Vac 24Vdc 75W (Max.)

 Model Input Output Voltage Output Power

24V

0 - 3.1A

1.35(Vp-p)

-20 to 50°C     

80°C

-30 to 80 °C

5% to 85%

Wiring

Wire Gauge

Input Wire

Output Wire

Leads Only

18AWG

17"(black & white)

12"(red & blue)

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

0.80

0.85

0.90

0.95

1.00

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

PF

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

Rated Supply Voltage(Vac)

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

YES

YES

YES

YES

L-N:1KV

SPECIFICATION
Input

Protection

Output
Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Ambient and Life

7-1/16”(180)

2-
3/

8”
(6

0)

1-
3/

16
”(

30
)

PF vs Output Power(@120Vac) Efficiency VS Output Power(@120Vac)

Output Power(%)
Output Power(%)

Ef
fic

ie
nc

y(
%

)

30 % 40% 50% 60% 70% 80 % 90% 100%

70

72

74

76

78

80

82

84

86

88

90

UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

ANSI C63.4:2014 Class B

Safety&EMC Compliance

Others
Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

UL/CUL

CE

FCC Part 15

343.9g

Plastic

White

Dry and damp locations

IP20

EN 61347-1  EN61347-2-13
EN55015  EN61547
EN61000-3-2  EN61000-3-3

LED Power Supply

Iron Box

Black(L)

White(N) Red(+)

Blue(-)

LED Lamp LED Lamp

Lifetime vs Case Temperature

0

20

40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et

im
e(

Kh
rs

)

Case Temperature( ° C)
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GENERAL INFORMATION

Features
· Universal input voltage(120-277Vac)

· Metal housing

· UL 8750 Class 2 output

· Open circuit, short circuit, over load and over temperature 

   protection

· Auto restart after fault conditions removal

· No load power consumption≤0.5W

· THD <20% (load between 7~96W)@120VAC

· Efficiency ≥85%（AC120V，full load）

· Warranty: 5 years

Catalog No.(1)

17-9624DL-26 SLD96-24VC-UN1

Note:(1)How to order, using our catalog no.

120-277Vac 24Vdc 96W (Max.)

 Model Input Output Voltage Output Power

ELECTRONICS CURVES

WIRING DIAGRAM

DIMENSIONS(inches/mm)DIMENSIONS(inches/mm)

Wiring

Wire Gauge

Input Wire

Output Wire

Dimming Input

Dimming output 

Leads Only

18AWG

17"(black & white)

26"(red & blue)

6"(violet & gray)

6"(red)

SPECIFICATION
Input

Protection

Others

Output

Dimming

Ambient and Life

Safety&EMC Compliance

Rated Supply Voltage(Vac) 120-277V

108-305V

50/60 Hz

0.95A@120V
0.40A@277V

111W

<20% 

0.95

≥85%

<0.5W

50A/60μs

Output Voltage(Vdc)

Output Current(A)

Output Ripple(V)

Dimming Control

Dimming Range

Dimming Type

Frequency

24V Output Source Current

Absolute maximum 
voltage Range
(On the 1~10V input pin)

Source Current 
(On 1~10V input pin)

24V

0 - 4.0A

1.3(Vp-p)

1 - 10V

OFF, 10% - 100%

PWM

600Hz

Max. 100mA

30V

170μA
YES

YES

YES

YES

L-N:1KV L,N-PE:2kV

Over Voltage Protection

Short Circuit Protection

Over Temperature Protection

Over Load Protection

Surge Protection(KV)

Weight(g)

Casing Material

Housing Color

UL Environmental Rating

IP Rating

593g

Metal

Silver

Dry and damp locations

IP20

Voltage Range(Vac)

Line Frequency(Hz)

Input Current(A)

Input Power(W)

THD

Power Factor

Efficiency

Stand-by Power(W)

Inrush Current(Apk/μs)

Ambient Operating Temp.

Max. Case Temp.

Storage Temp.

Relative Humidity

UL/CUL
UL1310  
CSA C22.2 NO. 250.13-12
UL8750 
CSA C22.2 NO. 223-M91

CE

ANSI C63.4:2014 Class BFCC Part 15

-20 to 45°C   

85°C

-30 to 80 °C

5% to 85%

1-10V Dimmable

0.50

0.55

0.60

0.65

0.70

0.75

0.80

0.85

0.90

0.95

1.00

PF

277VAC

120VAC

PF vs Output Power

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

Output Power(%)

70

75

80

85

90

10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

EF
FI

C
IE

N
C

Y(
%

)

Output Power(%)

277VAC

120VAC

Efficiency vs Output Power

EN 61347-1  EN61347-2-13
EN55015  EN61547
EN61000-3-2  EN61000-3-3

VAC
50/60Hz
120-277

VAC
50/60Hz
120-277

L (Black)

(Gray)
(Violet)

1-10V Dimmer 
or 150KΩ or PWM

SHE-B-96
(PIR Sensor)

(RED)
(BLUE)N (White)

L (Black)

(Gray)
(Violet)

(Red)

(RED)
(BLUE)N (White)

Dimmable LED Power Supply

Dimmable LED Power Supply

LED Lamp LED Lamp

LED Lamp LED Lamp

1-3/16”(29.5)

9-1/2”(241.5)

8-1/4”(210)

1-
9/

16
”(

40
.5

)

Lifetime vs Case Temperature

0
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40

60

80

100

120

50 55 60 65 70 75 80 85 90

Lif
et
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e(
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rs

)

Case Temperature( ° C)



1-10V Dimmable10V Dimmable

01
2-3/4″X3/4″X1-3/8″
(70.5x35x9.5mm)CV 100-120Vac

120Vac

120Vac

0.55 24V/12V
2-3/4″X3/4″X1-3/8″
(70.5x35x9.5mm)CV 100-120Vac 0.55 24V/12V

24V/12V

CV 0.95 12V

CV 0.95 24V

SLT6-350ILA(UL)
SLT6-700ILA(UL)

Model.No Type Input L x W x Hλ Output Approval Page Model.No Type Input L x W x Hλ Output Approval Page

057-3/8″X1-3/4″X1-1/8″
(188x45x29mm）

7-3/8″X1-3/4″X1-1/8″
(188x45x29mm） 07

LED Power Supply

SLD40-24VL-US-A

SLD36-12VL-US-A

Phasecut Dimmable

Phasecut Dimmable

100~120VacCV 0.95
6-5/16″x2″x7/8″

(160x50x22mm）
6-5/16″x2″x7/8″

(160x50x22mm）07SLT40-12VL-UN-A
SLT40-24VL-UN-A

CV 0.95 12V

CV 0.95 24V

097-1/16”X2-3/8”X1-3/16″
(180x60x30mm）

7-3/8″X1-3/4″X1-1/8″
(188x45x29mm） 11SLT75-24VL-2A

SLT60-12VL-1A

CV 0.95 24V
9-9/16”X1-13/16”X1-9/16”

(243.2x46.2x39.3mm） 13SLD96-24VC-UN1-A

1-10V Dimmable

15
SLT6-350IL(UL)
SLT6-700IL(UL)

CV 0.95 12V

CV 0.95 24V

237-1/16”X2-3/8”X1-3/16″
(180x60x30mm）

7-3/8″X1-3/4″X1-1/8″
(188x45x29mm） 25SLT75-24VL-2

SLT60-12VL-1

CV 0.95 24V
9-9/16”X1-13/16”X1-9/16”

(243.2x46.2x39.3mm） 27SLD96-24VC-UN1

1 10V Dimmable

100-120Vac

100-120Vac

120-250Vac

100-240Vac

100-240Vac

120-277Vac

CV 0.95 12V

CV 0.95 24V

197-3/8″X1-3/4″X1-1/8″
(188x45x29mm）

7-3/8″X1-3/4″X1-1/8″
(188x45x29mm） 21SLD40-24VL-US

SLD36-12VL-US

Phasecut Dimmable

Phasecut Dimmable

Phasecut Dimmable

120Vac

120Vac

CV 0.95 21SLT40-12VL-UN
SLT40-24VL-UN

100~240Vac24V/12V



For your notes



 
          

POWER-SUPPLY.IT
 
SRL

Address:
 
via

 
Brianza,

 
1
 
-
 
20835

 
Muggiò

 
(MB)

 
-ITALY          

Phone
 
nr.

 
+39

 
039.8946236

 
-
 
E-mail:

 
info@power-supply.it

WEB
 
:
 
www.power-supply.it

 SHOP:
 
www.alimentatorishop.com

https://power-supply.it/info/contatti
https://power-supply.it/info/contatti
https://power-supply.it
www.alimentatorishop.com
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